
PRODUCT SPECIFICATION

ARCUS 

Our flagship router, Arcus is powerful, ruggedized, 5G-
ready and enables up to 7 simultaneous WAN
connections (3 cellular). 

Turn to Arcus when you need high-capacity connectivity
on the move or outdoors, and application performance
for latency-sensitive applications.  

Maximum load balancing capacity 1 Gbps   

Phantom VPN encryption 1 Gbps   

IPSec VPN encryption 1 Gbps   

Maximum number of simultaneous WANs 7   

Dimensions w x h x d 200 mm x  55 mm x  280 mm 

Weight 2.20 kg 

Operating temperature -20 ℃ to  70 ℃ 

Humidity 5%  to  95% 

Power supply
3-pin terminal block (+,-,ignition), +9~36VDC ATX mode
support ignition delay on/off control   

Integrated cellular 3 x cellular (5G/4G/3G/2G)   

SIM card slot 6 x nano   

Ethernet (WAN and/or LAN) 3 x M12 X-coded GBE   

Wi-Fi (WAN and/or LAN) 5GHz/2.4GHz dual-band (optional)   

USB 2 x USB 2.0   

Mini-PCIe 1 x WiFi, 1 x cellular (LM940 or EG25)   

M.2 2 x cellular (RM500Q or EM12)   

Antenna connectors cellular 10 x SMA female   

Antenna connectors WiFi 3 x RP-SMA female     

Antenna connectors GPS 1 x SMA female   

PoE M12 X-coded PoE 802.3af OUT

Rating MIL-STD-810G vibration/shock resistance & E-Mark

https://www.mifi-hotspot.nl/Celerway-Arcus-Mobile-5G-dual-modem-Router-950-Mbps-VAR


TECHNICAL SPECIFICATION . Routers

ARCUS  

3YP-CWY-M6.3-E3L3W1

7090049150517

ARCUS accepts up to 2 x M.2 + 1 Mini-PCIe + 1 Wireless Adapter. Available components for each slot are as follows:

M.2 Slot 1
Quectel EM12-G CAT 12 or
Quectel RM500Q-GL 5G

M.2 Slot 2
Quectel EM12-G CAT 12 or
Quectel RM500Q-GL 5G

Mini-PCIe
Quectel EG25G or
Telit LM940 CAT11

Wireless Adapter
Compex WLE600 or
Compex WLE900
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